Abstract: Enhanced geothermal systems (EGS) extract heat from underground hot dry rock (HDR) by first fracturing the HDR and then circulating a geofluid (typically water) into it and bringing the heated geofluid to a power plant to generate electricity. This study focuses on analysis, examination, and comparison of leading geothermal power plant configurations with a geofluid temperature from 200 to 800 °C, and also analyzes the embodied energy of EGS surface power plants. The power generation analysis is focused on flash type cycles for using subcritical geofluid (<374 °C) and expansion type cycles for using supercritical geofluid (>374 °C). Key findings of this study include: (i) double-flash plants have 24.3%-29.0% higher geofluid effectiveness than single-flash ones, and 3%-10% lower specific embodied energy; (ii) the expansion type plants have geofluid effectiveness > 750 kJ/kg, significantly higher than flash type plants (geofluid effectiveness < 300 kJ/kg) and the specific embodied energy is lower; (iii) to increase the turbine outlet vapor fraction from 0.75 to 0.90, we include superheating by geofluid but that reduces the geofluid effectiveness by 28.3%; (iv) for geofluid temperatures above 650 °C, double-expansion plants have a 2% higher geofluid effectiveness and 5%-8% lower specific embodied energy than single-expansion ones.
Introduction and Objectives
Geothermal energy is abundant, with a long term potential estimated to be more than 200,000-fold the current world energy demand [1] if hot dry rock resources at a depth of 10 km or more would become economically accessible. It is usually available at a steady supply rate and is thus much more usable than the intermittent and unsteady wind and solar [2] . Up to the year 2010, the total installed capacity of geothermal power plants worldwide was 10,898 MW, corresponding to about 67. 25 TWh of electricity with an average plant capacity factor of 70.4% [3] . The forecast for 2015 is 140 TWh/year and the expected minimum by 2050 will be 1200 TWh/year [3] .
Geothermal resources exist mainly in two categories: convection dominant and conduction dominant. A convection dominant resource, also called natural hydrothermal system, contains sufficient natural hot fluid that can be brought directly to the surface for electricity generation. A conduction dominant resource does not have natural fluid and the heat is contained in hot dry rock (HDR), with the systems designed to use HDR resources are called engineered or enhanced geothermal systems (EGS). A typical EGS contains three parts, injection and production wells, engineered reservoir and a surface power plant. EGS system requires circulating water (geofluid) between the surface-located power plant and the underground engineered reservoir, where the geofluid is heated in the reservoir by its passage through the surrounding hot rocks and brought back to the surface power plant to generate electricity.
All current commercial geothermal power plants are from hydrothermal resources, while plants based on essentially dry hot rock reservoirs are expected to be commercial in the future. The growth rates of geothermal energy usage over many regions have been over 10% per year [3] and the geothermal exploitation techniques and understandings of the geothermal reservoirs are developing rapidly over the past decade or two.
The geothermal gradient (temperature rise with depth) of HDR resource typically ranges between 10 and 100 °C/km [4] . In the continental US within the depth of 10 km, more than 99% of the geothermal energy is contained in hot rocks [1] . Aiming at HDR resource to the depths of 10 km, the geofluid temperatures are 100-800 °C, thus having a very high power generation potential that increases with depth. In EGS it is generally recommended that the geofluid be kept and sent to the power plant in liquid or supercritical phase, rather than in the vapor phase [1, 2, 5] . Consequently, EGS power plants in this temperature range are configured to use liquid/supercritical geofluid.
A brief review of most common designs for EGS power system is presented below. More in-depth discussion of the design, unit processes, usage and optimizations of these systems can be found in [1, 2, [6] [7] [8] [9] [10] [11] [12] and some other sources. There are generally three basic configurations of power plants could be used in EGS power generation:
1. Flash-type, including single-flash, double-flash and multiple-flash. In flash type plants, the liquid phase geofluid is flash-evaporated to a lower pressure to generate vapor for power generation. Flash-type is often applied when the geofluid exceeds 150 °C [2] . The higher the temperature of the geofluid, the more flash steps could be applied to improve the power plant's overall thermodynamic efficiencies. However, the system and its operation and maintenance complexity increase with the number of flash stages, so, double-flash is commonly used for high temperature resources (>250 °C) [2] .
2. Binary-type, which are widely used in extracting thermal energy from low and moderate grades geothermal resource (usually below 150 °C), when direct flashing the geofluid is undesired. The limit could rise to 200 °C by selecting proper secondary fluid [4, 13] . The basic idea of binary cycles is to use a different fluid as the cycle working fluid, heated up to evaporate by the geothermal fluid in evaporator, and produce work by its flow through a turbine. The steam exhaust from the turbine is then condensed by a condenser and returned to the evaporator in a closed loop. The secondary fluid is chosen to be compatible in many ways with the geofluid temperature so as to yield optimized system thermodynamic and economic performance. Secondary fluids include hydrocarbons, chlorofluorocarbons and ammonia. The criteria for working fluid choice include heat transfer and thermodynamic performance, flammability (hydrocarbons are highly flammable), impact on the environment (chlorofluorocarbons deplete ozone and have strong global warming potential), and turbine erosion potential due to expansion into the mixed liquid-vapor phase region [12, [14] [15] [16] [17] [18] [19] [20] . 3. Expansion-type, including triple, double, or single expansion. Such cycles are used to convert the thermal energy from supercritical geofluid to power [1] . The supercritical geofluid expands in a super pressure turbine (SPT) to generate electricity. Exhausted geofluid from SPT are separated into vapor and liquid, where vapor could generate electricity in a lower pressure turbine and liquid could flash to generate electricity as in flash-type plant.
The main objective of this work is to compare leading geothermal power plant configurations and to propose most suitable plant configurations for mid-high grade [21, 22] deep HDR resources where the geofluid temperature ranges from 200 to 800 °C. Single-flash and double-flash cycles are studied for electricity generation using subcritical geofluid (<374 °C) and triple-expansion, double-expansion and single-expansion cycles are chosen for using supercritical geofluid (>374 °C).
Methodology
The analysis is by simulation, using ASPEN PLUS software [23] . The results are aimed at sensitivity analysis of main criteria of system performance to power plant configuration and operating conditions (such as the geofluid temperature), with an ultimate objective to select best plant configurations for particular operating conditions. Air-cooled condensers are used in the analyzed systems, and water-cooled condensers using an evaporative cooling tower are simulated for comparison as described in Section 3.4. In our simulation, air-cooled condensers are modeled with the ASPEN PLUS build-in block "Heat Exchanger".
Water injected into an EGS reservoir often picks up various minerals and gases. A thorough analysis should include their effects on evaporation, condensation and scale formation. The associated complexity that is associated with their consideration in system analysis, accompanied by insufficient experimental information on their amount in various EGS systems, and the fact that typically their content in the geofluid is much lower in EGS than in hydrothermal geothermal fluids, led most of the past published studies that present calculations of EGS power output to assume that the geofluid is pure [1, 7, [9] [10] [11] 24] , and we have similarly assumed in this study that the EGS geofluid is pure water devoid of gases and minerals.
The System Performance Criteria
To evaluate the overall performance of geothermal power cycles, we define the plant "utilization efficiency" η U , which measures the extent to which the available exergy of the geofluid is put to practical use [25] 
where: ΔḢhf-the total enthalpy difference between the geofluid fed to and leaving the plant, kW; Δhgf-the specific enthalpy difference between the geofluid fed to and leaving the plant, kJ/kg; ∆Ėg f -the total exergy difference between the geofluid fed to and leaving the plant, kW;
Δegf-the specific exergy difference between the geofluid fed to and leaving the plant, kJ/kg.
We also define a specific net power output as geofluid effectiveness GFe:
which has units of kJ/kg and is a measure of the specific net work of the geofluid. For given feed geofluid temperature and pressure (given egf_in), GFe is determined by η U . GFe and η U are thus thermodynamically equivalent. We used GFe as the thermodynamic criterion to compare power plants, just as many authors did, because it is proportional to the total power output of the plants. Other efficiencies are computed for reference.
Model Design Specifications and Parameters
To validate our simulation inputs, our modeling is on the same basis with the binary cycle modeling from [13] , which also used ASPEN PLUS for their simulation. Furthermore, the results from [13] , obtained there in the low geofluid temperature range of 100-200 °C, could thus supplement those from our study that was for temperatures > 200 °C. Inputs and constraints used in model developments are listed in Table 1 . Specific parasite power consumption of cooling system Ẇ fan /ṁ air 0.25 kJ/(kg air) [13] Mass flow rate of geofluid into the cycle ṁ gf_in 100 kg/s Subcritical feed geofluid pressure
Pressure difference of two mixing streams ΔP mix 0
In EGS application, mineral precipitation in injection wells should be avoided to reduce clogging of the geofluid flow paths in the hot rocks and thus preserve the heating of the geofluid. The geofluid re-injection temperature should therefore have a low bound limit to prevent mineral precipitation in the injection wells and the underground reservoir. This temperature is dependent on the type and concentration of minerals, which is site dependent, and past studies showed that this temperature to be around 60-80 °C [1, 8, 10] . We choose 60 °C in this study.
For air-cooled cycles, the parasitic power Ẇfan_cond is estimated as the fan electricity consumption recommended in [13] of 0.25 kJ/(kg air). The power consumption of geofluid pumps ∑Ẇgp,i is calculated by the simulation programs, depending on the pressure increase requirement of the pumps.
Other assumptions are:
1. The flashing process is isenthalpic [2] . 2. Only streams of the same pressure are allowed to mix, and mixing process is isobaric [2] .
Streams are brought to the same pressure either by pumps or valves before mixing. 3. The fluid properties are calculated in ASPEN PLUS [24] using the International Association for Properties of Steam (Steam_IAPWS).
Power Plant Configurations
Having considered the plant configuration options most suitable for EGS geofluid feed temperature (Tgf_in) ranges from 200 to 800 °C, the power plants studied in this work are single-flash plant (SF), double-flash plant (DF), triple-expansion plant (TENS), double-expansion plant (DE) and single-expansion plant (SE). To increase the vapor fraction at turbine outlets to 90%, a triple-expansion cycle with superheating (TES) was also studied. The basic flow sheets of the cycles and sample temperature-entropy (T-s) diagrams of the above six cycles are shown in Figure 1 . (Figure 1a ) flashes liquid phase geofluid at a pressure lower than the geofluid feed pressure (in FL), to generate a vapor and liquid mixture. The vapor is then separated from the mixture to serve as the feed to the steam turbine to generate work. Exhausted steam from turbine (TB) is condensed in the condenser (COND) to saturated liquid. PUMP1 is used to increase the pressure of saturated liquid 5 to super-cooled liquid 6, which has the same pressure as saturated liquid 3 before re-injected into the geothermal reservoir. It is assumed that no geofluid is lost in this cycle. The single-flash plant is the most conventional of all power plant designs and is widely used for geofluid temperatures over 150 °C [2] .
A double-flash plant (Figure 1b ) is similar to a single-flash plant except that the saturated liquid from FL1 is flashed one more time in a secondary flasher (FL2) to generate more vapor [2] and can thus generate more electricity. Such plants are naturally more complex and expensive, and require some more maintenance.
A triple-expansion plant ( Figure 1c ) uses supercritical geofluid [1] . It is a variant of the double-flash plant, with the additional topping super-pressure turbine (SPT) where the SPT is designed to handle pressures exceeding the critical pressure of water (22.06 MPa) [1] . The supercritical geofluid expands in the SPT to a vapor-liquid mixture phase, state 2. Then the mixture is separated isobarically in the CS to vapor 3 and liquid 4. Vapor 3 is then fed to the HPT, and the liquid 4 from CS is flashed again in FL, same as double-flash plant. The mixture of exhaust 7 from the HPT and the vapor 5 from the FL are then fed to the LPT. The condensed geofluid 9 is pressurized to the same pressure as liquid 6 from the FL, and then re-injected to the underground reservoir. Power is generated in all three turbines. Figure 1c shows that the vapor fractions at the HPT and LPT outlets (VF7 and VF8) are lower than 0.90 for Tgf_in = 400 °C, which should be avoided to protect turbine blades from liquid erosion. This problem can be solved by superheating the SPT outlet stream and the HPT outlet stream (Figure 1d ). The heat source to superheat the streams is still the geofluid from the underground reservoir, and its mass flow rate is included in the analysis. The vapor 3 from the CS is superheated to state 5 before feeding to the HPT. The exhaust 6 from the HPT mixes with the vapor 7 from the FL, and then the mixture is superheated to state 10 before fed to the LPT. The condensed geofluid 12 mixes with liquid 8 from the FL and then further mixes with exhausted superheating geofluid S4 before re-injection to the underground reservoir.
Increasing the geofluid inlet temperature to the power plant may reach a temperature at which the SPT could expand the geofluid to a state where CS temperature is lower than 150 °C . Flashing below 150 °C is usually unnecessary [2] . Then the FL is eliminated and the triple-expansion plant is reduced to a double-expansion plant (Figure 1e ) where the LPT is eliminated too. The vapor 3 from the CS is fed to HPT. The exhaust 5 from HPT is then condensed to stream 6, and then compressed to mix with the liquid 4 from the CS. The mixture is pressurized to injection pressure before re-injecting to the reservoir. Different from the triple-expansion plant, there is no flashing of the geofluid.
Further increase of the geofluid inlet temperature will lower the CS temperature to near the condensing temperature, then the CS and HPT could also be eliminated and the double-expansion plant becomes a single-expansion one (Figure 1f) . The geofluid is expanded in SPT, condensed and re-injected to the geothermal reservoir.
Embodied Energy of Surface Plants
In this study, we focus on selection of power plant types, so only the embodied energy of surface power plants is calculated and compared. Therefore, other important energy consumptions in an EGS project such as drilling the injection/production wells and reservoir fracturing are beyond the scope of this paper. The embodied energy of power plants, i.e., the energy consumed for building the plants and maintaining their operation, is an important factor in determining their energy return on investment (EROI). This is especially important when the energy sources are of low density, such as with any renewable sources and waste heat, and thus require much equipment or area, or when the energy conversion plants are made more complex to increase their efficiency relative to the direct energy input.
In pursuit of higher efficiency we considered increasingly complex geothermal power plants and it was of interest to examine, at least approximately, how it affects their specific embodied energy (similar to EROI).
The embodied energy of power plants considered in this work is simplified to the embodied energy of the installed equipment, where the embodied energy of labor, components assembly, site preparation, plant maintenance and such details are not considered for simplicity. Since embodied energy was not considered in past studies of geothermal systems at all, this analysis still serves as a modest contribution to knowledge. The installation equipment weights MEQ (in kg stainless steel, including all the connection pipes) used in the analyzed power plants are extracted from ASPEN PLUS "US-IP" economic analysis [23] , which is a built-in module to estimate the equipment weight for flow sheets. For example, the weight of a heat exchanger is a function of its heat load, pressure, type of exchangers and such. The embodied energy of surface plants is thus simplified as:
where the specific embodied energy of all the equipment is taken to be ebEQ = 56.7 MJ/kg (we assume for simplicity that all the equipment is made of stainless steel) [26] . The specific embodied energy of the whole power plants is defined to be:
where the denominator is the net power output capacity of power plants.
Results and Discussion

Approach to Optimization
Optimization of the single-flash and double-flash plants (described in Section 2.3) is approached by varying the flashing pressures to achieve maximal geofluid effectiveness GFe. Geofluid inflow temperatures in the range 200-350 °C are assumed. There is an optimal flash pressure because increasing the flash pressures results in higher specific enthalpy vapor but at the same time lower vapor mass flow rate, and vice versa. Since the geofluid effectiveness GFe is proportional to vapor specific enthalpy times vapor mass flow rate, there is a tradeoff between vapor specific enthalpy and vapor mass flow rate. In the analysis, the vapor fraction leaving the turbines is set to be greater than 0.80 for flash type plants, to protect the turbines.
When the geofluid from underground reservoir is supercritical, an SPT is used, and the supercritical geofluid expands to a liquid and vapor mixture phase. The optimum of triple expansion plants is sought by varying the CS and FL pressures, under the constraint of SPT outlet vapor fraction kept in the range 0.90-1 and Tgf_out ≥ 60 °C. As implied above, higher CS pressure results in higher geofluid flow rate feed to the flasher, resulting in more work produced by HPT and LPT, but less work produced by SPT. Keeping Tgf_in = 400 °C, the performances for Pgf_in = 23 MPa, 25 MPa and 27 MPa are shown in Table 2 . For supercritical geofluid, lowering the geofluid inflow pressure Pgf_in causes both GFe and ebPP to improve, in the studied range GFe becomes 17% higher and ebPP 11% lower. We thus conclude that Pgf_in should be kept as low as possible to maintain the supercritical condition of the geofluid. The lowest Pgf_in to use could equal the critical pressure of the geofluid (22.06 MPa for water). Practically, however, fluids working near their critical points should be avoided if possible, because there they undergo sharp thermodynamic and transport properties transitions [1] , so in this work, we consider Pgf_in = 23 MPa for the supercritical geofluid to calculate maximum power production from geofluid of given temperature. This pressure is determined by the underground pressure field of the EGS system (in wells and engineered reservoir), and the power plants can utilize geofluid at any pressure. The triple-expansion plant simulations are performed for Tgf_in values of 400 °C, 450 °C and 500 °C and all at Pgf_in = 23 MPa. The vapor fractions (VF) at turbine outlets are very low (<80% from the T-s graph in Figure 1c ) which is undesirable because liquid droplets could erode the turbine [1, 2] . Typically, the design of power plants requires the VF at turbine outlets to be greater than 90% [2] . One way to increase the VF is by superheating the turbine inlet streams, as shown in Figure 1d . For Tgf-in = 400 °C and Pgf_in = 23 MPa, the degree of superheat of HPT-SH, LPT-SH and the mass flow rate ratio ṁs1/ṁgf_in (ratio of mass flow rate of superheating stream to mass flow rate of geofluid fed to cycle to generate electricity) are sought and chosen to achieve maximal geofluid effectiveness GFe for VF greater than 90% at the SPT, HPT and LPT outlets. The maximal geofluid effectiveness was obtained when the superheating degree of HPT-SH and LPT-SH are 70 °C and 50 °C , respectively, and the mass flow rate ratio ṁs1/ṁgf_in = 0.3. The simulation results of triple-expansion plant with superheating (TES) compared to triple-expansion plant without superheating (TENS) are shown in Table 3 . In the superheating case, for 100 kg/s geofluid fed to the power plant 77 kg/s is used to generate electricity while 23 kg/s is used as superheating heat source, therefore the GFe is 28.3% lower than the non-superheating one. The TES also has 145.9% higher ebPP than non-superheating ones, indicating the extent of the net power output and embodied energy input sacrifice needed to increase the vapor fraction at turbine outlets. An alternative to such superheating is of course to use droplet separators at the turbine inlet, which would however, raise cost and also create a pressure drop that reduces efficiency, or to use more erosion resistant materials in the turbine.
For geofluid temperatures Tgf_in > 500 °C, there is no solution of CS and FL pressures for TES plant that could satisfy all the constraints of 0.90 ≤ VF2 < 1.0, PFL > 0.1 MPa (flash above surrounding pressure) and Tgf_out ≥ 60 °C. Therefore, a double-expansion plant will be used instead of the triple-expansion one.
For geofluid temperatures Tgf_in of 500-700 °C, the CS pressure is optimized to achieve maximum geofluid effectiveness (GFe). However, for Tgf_in ≥ 550 °C, there is no CS pressure that can satisfy both VF2 ≤ 1.0 and Tgf_out ≥ 60 °C. Increasing the condensing temperature to 60 °C will satisfy Tgf_out ≥ 60 °C. Higher condensing temperatures will, however, reduce the geofluid effectiveness. Comparisons of double-expansion plant with a condensing temperature of 50 °C and 60 °C when Tgf_in = 700 °C and Pgf_in = 23 MPa are listed in Table 4 . GFe decreases by 3.5% (46 kJ/kg, corresponding to net power output decrease of 0.46 MW/°C) as the condensing temperature is increased from 50 to 60 °C. ebPP is slightly lower when condensing at 60 °C. For geofluid temperatures Tgf_in ≥ 650 °C, the vapor fraction at the SPT outlet of the double-expansion plant is as high as 0.99 for the optimal thermodynamic performance case, and thus a simpler, single-expansion plant could be used. The geofluid outlet temperature will roughly equal the condensing temperature for this plant. For comparison with other plants, the condensing temperature is still set to 50 °C. An important conclusion is that superheating the turbines' inlet streams could increase the vapor fraction at turbine outlets, and raising the condensation temperature could increase the geofluid re-injection temperature Tgf_out, but both methods reduce the plants' net power output by 28% and 3.9%.
Results Validation
To validate our ASPEN PLUS simulation method, we compared our results of three types of power plants with the results from Chapter 7 of [1] . We adopted all the assumptions of [1] in our simulation to generate results when the ASPEN PLUS model is converged (mass and heat balance are satisfied with absolute residual of 10 −6 ). The comparisons are shown in Table 5 . The assumption in [1] is based on "Baumann rule", that 1% moisture in the turbine outlet downgrades the isentropic efficiency of turbine by 1% [27] . In our calculation, we used an average turbine isentropic efficiency, which causes the <1.5% difference of our results with the ones from [1] . Since the relative error is smaller than 1.5%, our simulation models are considered to produce very acceptable results. 
Results for Air-Cooled Cycles
The simulation results for all five power plant configurations (excluding TES, for which there is one performance point given in Table 3 ) with air-cooled condensers, showing the sensitivity of the thermodynamic performance parameters to the geofluid inlet temperature Tgf_in are shown in Figure 2 .
It can be seen that the geofluid effectiveness GFe:
o Generally increases with Tgf_in. o Is significantly higher for supercritical geofluid (GFe > 750 kJ/kg) than for subcritical geofluid (GFe < 300 kJ/kg), showing an upward jumps in the range of 350 °C < Tgf_in < 400 °C . When the geofluid reaches supercritical condition, it can expand in a turbine (SPT) to generate work, thus significantly raises the cycle's net power output. o For subcritical geofluid, double-flash plants have 24.3%-29.0% higher geofluid effectiveness GFe than single flash plant. o When Tgf_in = 500 °C, the triple-expansion plant and double-expansion plant have same GFe. o When Tgf_in = 650-700 °C, the double-expansion plant has a GFe around 2% higher than the single-expansion plant. Table 3 .
Figure 2b-d show the utilization, energy and exergy efficiency of plants also increase monotonically with geofluid feed temperature Tgf_in. Figure 2e shows that the total embodied energy of surface power plants increases with Tgf_in, because the power output and condenser heat load increase too, and they are especially high for supercritical power plants. Table 6 shows the itemized equipment weights of selected power plants. The weight of the air-cooled condensers accounts for over 80% of the total weight of the power plants and thus dominates the embodied energy amount.
To take into account the influence of power plant capacity on its embodied energy, Figure 2f shows the specific embodied energy of power plants (in TJ/MWe). Supercritical power plants are seen to have a smaller specific embodied energy than subcritical plants because their larger power outputs compensate for the overall larger embodied energy.
Comparison of Water-Cooled and Air-Cooled Cycles
Water-cooled cycles yield higher net power output [2] because they offer lower condensation temperature than air-cooled ones [28] . Water-cooled condensers are modeled with ASPEN PLUS built-in block "Heat Exchanger". Cooling towers are modeled as a two stage absorber with ASPEN PLUS block "Radfrac". Study [29] found that a two stage absorber works similar to a cooling tower and the Murphree efficiency for each stage is found to be 0.927 and 0.763 on average.
For water-cooled cycles, the parasitic power consumption is calculated as Ẇparasitic =∑Ẇgp,i + Ẇcwp + Ẇfan_ctower, kW, where Ẇfan_ctower is the water-cooled cooling towers power consumption and Ẇcwp is the cooling water pumps power consumption. Since the cooling water pump power consumption Ẇcwp is small relative to that of the air fans in cooling tower Ẇfan_ctower, the parasitic power Ẇcwp + Ẇfan_ctower could be roughly estimated to be just the fan electricity consumption recommended in [13] and listed in Table 1 . There is water loss in the evaporative cooling tower in a water-cooled cycle, where a fraction of externally supplied cooling water is lost by evaporation in the cooling tower.
To compare operation with an air-cooled condenser to that with a water-cooled condenser, Table 7 lists the geofluid effectiveness GFe and power plant specific embodied energy ebPP of these two cooling methods. As expected, the geofluid effectiveness GFe is lower for the air-cooled system for fixed condensing temperature, because air-cooled fans consume more energy than cooling tower ones due to much larger air flow rate in the air-cooled condenser. In practice, when the ambient air temperature rises above the design air temperature (15 °C in this work), the designed air flow rate cannot take all the discharged heat from condenser, thus causing the condensation temperature to rise. GFe will thus decrease with increased ambient air temperature. The power plant specific embodied energy ebPP is much larger for air-cooled systems because air-cooled condensers are much larger than water cooled ones due to lower heat transfer coefficients in the former. The air-cooled and water-cooled condenser weights are also listed in Table 6 , showing that water-cooled condensers have a much smaller weight than air-cooled condensers.
Wet cooling towers accomplish part of their cooling load by evaporating a part of the water supplied to them. Figure 3 expresses the fact that the water loss rate is proportional to the heat load on water-cooled condensers. Supercritical cycles have a higher cooling load than subcritical ones, because supercritical cycles produce more vapor to generate electricity and thus create higher heat load on condensers. Although water-cooled cycles yield a 1.32%-5.43% higher geofluid effectiveness and 62.10%-70.26% lower specific embodied energy consumption, in regions where water is scarce, the use of water-cooled cycles is still unacceptable. 
Conclusions
This paper presents a brief review of flash and expansion type of geothermal power plants and proposes, analyzes, examines, and compares leading geothermal power plant configurations focused on mid-high grade deep HDR resources where the geofluid temperature ranges from 200 to 800 °C. Single-flash and double-flash cycles are studied for electricity generation using subcritical geofluid (<374 °C) and triple-expansion, double-expansion and single-expansion cycles are chosen for using supercritical geofluid (>374 °C). The simulation method is validated by comparison to published studies.
The results include the geofluid effectiveness, plant utilization efficiency, plant energy and exergy efficient, plant' embodied energy and specific embodied energy, all as a function of the fed geofluid temperature Tgf_in in the range of 200-800 °C. Flash type power plants have utilization efficiency ranging from 30% to 60% for geofluid temperature between 200 and 350 °C while expansion plants could achieve a utilization efficiency higher than 70% when fed with supercritical geofluid. The utilization efficiencies are around 70% for all supercritical fed geofluid temperatures. The energy efficiency of flash type plants ranges from 13% to 23% while ranges from 30% to 37% for expansion type plants. The exergy efficiency of flash type and expansion type plants are 40% to 55% and 70% to 75% respectively.
For supercritical feed geofluid, the analysis shows that lower geofluid feed pressure results in higher GFe, so the geofluid pressure should be kept as low as possible as long as it is in supercritical state. To avoid steam expansion into the wet regime, and thus to protect the turbine blades, we investigated a configuration in which the steam is superheated by using the geofluid from the reservoir prior to its feed into the turbine. It was found that this reduces the GFe and net power output by around 28.3%. Liquid reinjection temperature should be maintained to be larger than 60 °C to avoid mineral scaling in the injection wells. However, we found that single and double-expansion plants cannot satisfy this when the condensing temperature is 50 °C for geofluid fed temperature > 500 °C. Raising the geofluid reinjection temperature reduces, however, the geofluid effectiveness GFe, for example by 3.5% when the condensing temperature is raised to 60 °C .
Comparison of air-cooled system with water-cooled system indicates that water-cooled systems could increase geofluid effectiveness GFe by 1.32%-5.43% and decrease the specific embodied energy by 62.10%-70.26%.
Use of supercritical geofluid results in significant higher geofluid effectiveness GFe than use of subcritical geofluid, and the extent of this effect was evaluated. The specific power plant embodied energy is lower for supercritical plants. This supports the conclusion that EGS resource exploitation should aim at producing supercritical geofluid for the surface power plant.
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